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Data sheet F05 / F07 POF
Coupling

TOCA150 / TOCA 250 Coupling for Plastic Optical Fiber

Pic. 1 Coupling simplex/duplex

1  General description ____________
TOCA150 Coupling simplex for F05 connectors: 
TOCP100, TOCP100P, TOCP155, TOCP155P,  
TOCP155K; mating face acc. JIS F05 Standard / 
IEC 60874-17

TOCA250 Coupling duplex for F07 connectors: 
TOCP200, TOCP200P, TOCP255, TOCP255P, 
TOCP255K; mating face acc. JIS F07 Standard

Suitable for applications with Polymere Optical 
Fiber (POF) acc. IEC 60793-2-40 Cat. A4a and A4d

2 Ordering information ___________
Type Item number
TOCA150 simplex 902KH001TA150
TOCA250 duplex 902KH001TA250

3  Technical data ________________

4  Drawings ____________________
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TOCA150 TOCA250

Parameter Symbol Condition Min Typ Max Unit
Storage temperature tstg - -40 - 85 °C

Operating temperature topr - -20 - 70 °C

Attenuation α C 1mm POF, polished fiber end face - 2.5 - dB

Protection class IP20

Note: Couplings are not suitable for applications with PCF / HCS fibers.
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